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SM325-24T
Tracked Mini Loader

A Combination of Performance, Pressure 
and Durability

The Wacker Neuson all-wheel drive SM325-24T made by Dingo 
Australia has the most robust chassis on the market. This moves 
the weight down to the track where you need it. The lower center 
of gravity provides the traction you need and more pull and push 
power when digging. The Wacker Neuson tracked mini loader is 
ideal for sensitive or difficult ground conditions. Ideally suited for 
working on grass, in sand or muddy conditions the Wacker 
Neuson tracked mini loaders a versatile loader.

Technical Data

■ Hydraulic

Flow rate 47

Tank capacity 76 l

Auxiliary relief pressure 3,200 psi

■ Mechanical - Output Details

Travel speed 0 - 7.5 km/h

■ Mechanical Details

Overall Length with Bucket 1,600 mm

Overall Width (Large Track) 1,030 mm

Height 1,200 mm

Angle of departure 25 °

Bucket dump height at maximum 
height 2,650 mm

Operating weight 989 kg

Ground Clearance (Large Tire Option) 135 mm

Dump reach at maximum height 800 mm

■ Engine

Operating power 23 hp

Manufacturer Kohler
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Highlights
■ 2 pump hydraulic system

■ Flow Divider

■ Low centre of gravity

■ Wacker Neuson 5 years / 5,000 warranty
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